AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Federal Aviation Administration, DOT

marked adjacent to its exernal power
connection.

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; as
amended by Amdt. 23-21, 42 FR 15042, Mar. 17,
1977; Amdt. 23-23, 43 FR 50594, Oct. 30, 1978;
Amdt. 23-45, 58 FR 42166, Aug. 6, 1993; 73 FR
35063, June 20, 2008]

§23.1559 Operating
placard.

(a) There must be a placard in clear
view of the pilot stating—

(1) That the airplane must be oper-
ated in accordance with the Airplane
Flight Manual; and

(2) The certification category of the
airplane to which the placards apply.

(b) For airplanes certificated in more
than one category, there must be a
placard in clear view of the pilot stat-
ing that other limitations are con-
tained in the Airplane Flight Manual.

(c) There must be a placard in clear
view of the pilot that specifies the kind
of operations to which the operation of
the airplane is limited or from which it
is prohibited under §23.1525.

[Doc. No. 27807, 61 FR 5193, Feb. 9, 1996]

EFFECTIVE DATE NOTE: By Amdt. 23-62, 76
FR 75763, Dec. 2, 2011, §23.1559 was amended
by adding a new paragraph (d), effective Jan.
31, 2012. For the convenience of the user, the
added text is set forth as follows:

limitations

§23.1559 Operating limitations placard.

* * * * *

(d) The placard(s) required by this section
need not be lighted.

§23.1561 Safety equipment.

(a) Safety equipment must be plainly
marked as to method of operation.

(b) Stowage provisions for required
safety equipment must be marked for
the benefit of occupants.

§23.1563 Airspeed placards.

There must be an airspeed placard in
clear view of the pilot and as close as
practicable to the airspeed indicator.
This placard must list—

(a) The operating maneuvering speed,
Vo; and

(b) The maximum landing gear oper-
ating speed V...

(¢c) For reciprocating multiengine-
powered airplanes of more than 6,000
pounds maximum weight, and turbine

§23.1567

engine-powered airplanes, the max-
imum value of the minimum control
speed, Vmc (one-engine-inoperative) de-
termined under §23.149(b).

[Amdt. 23-7, 3¢ FR 13097, Aug. 13, 1969, as
amended by Amdt. 23-45, 58 FR 42166, Aug. 6,
1993; Amdt. 23-50, 61 FR 5193, Feb. 9, 1996]

EFFECTIVE DATE NOTE: By Amdt. 23-62, 76
FR 75763, Dec. 2, 2011, §23.1563 was amended
by adding a new paragraph (d), effective Jan.
31, 2012. For the convenience of the user, the
added text is set forth as follows:

§23.1563 Airspeed placards.

* * * * *

(d) The airspeed placard(s) required by this
section need not be lighted if the landing
gear operating speed is indicated on the air-
speed indicator or other lighted area such as
the landing gear control and the airspeed in-
dicator has features such as low speed aware-
ness that provide ample warning prior to
VMc.

§23.1567 Flight maneuver placard.

(a) For normal category airplanes,
there must be a placard in front of and
in clear view of the pilot stating: ‘“No
acrobatic maneuvers, including spins,
approved.”’

(b) For utility category airplanes,
there must be—

(1) A placard in clear view of the
pilot stating: ‘‘Acrobatic maneuvers
are limited to the following

;77 (list approved
maneuvers and the recommended entry
speed for each); and

(2) For those airplanes that do not
meet the spin requirements for acro-
batic category airplanes, an additional
placard in clear view of the pilot stat-
ing: ‘““‘Spins Prohibited.”

(c) For acrobatic category airplanes,
there must be a placard in clear view of
the pilot listing the approved acrobatic
maneuvers and the recommended entry
airspeed for each. If inverted flight ma-
neuvers are not approved, the placard
must bear a notation to this effect.

(d) For acrobatic category airplanes
and utility category airplanes approved
for spinning, there must be a placard in
clear view of the pilot—

(1) Listing the control actions for re-
covery from spinning maneuvers; and

(2) Stating that recovery must be ini-
tiated when spiral characteristics ap-
pear, or after not more than six turns
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